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The next generation begins here...

QuadraPack™ Q34 is the first multi-drive enclosure
to combine the latest advances in next generation
storage interfaces. Available in Serial ATA, Ultra320
SCSI, and UltraDMA133, the QuadraPack™ series is
precision engineered with features that place it
ahead of the competition by providing the highest

performance when used in applications where drive

capacity exceeds drive bay availability. _—
atent Pending

Increase capacity and availability

The QuadraPack™ is designed to meet the requirement of high performance and high avail-
ability multi-drive computing such as RAID application. For improved reliability it comes
with a single PCB backplane design to ensure data signal integrity and power distribution.
The seamlessly combination of aluminum body and high speed blower makes QuadraPack™
the natural selection for server or storage integration integrated with high rpm drives. The
QuadraPack™ family is widely adopted in Audio/Video Engineering, Industrial and Server

Computing, Personal Gaming PC, R & D facility, etc.

Key Features
* Available in Serial ATA, Ultra320 SCSI, or UltraDMA133

« Compact form factor ideal for dense storage applications

Install four drives in three industry standard bays
e Aluminum housing w/Hi-RPM thermal controlled blower
« Comprehensive audible and visual environmental alarm

* Hot-Swap feature for supporting interfaces

* Microprocessor controlled sequential drive power-up

* Auxiliary 3.3V power source for additional SATA devices
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Specifications

Disk Support

Q34A 1", 40-Pin, UltraDMA133 IDE backward compatible with older drives
Q34s 1", SCA-2, 80-Pin Ultra320 and Ultra160
Q34SA 17, 7-Pin Serial ATA (SATA) 1.0

Data Channels

Q34A Four independent UltraDMA133 data channels
Q34s Single Bus Ultra320 data channel
Q34SA Four point-to-point Serial ATA 1.0 data channels

RAID Support

RAID level 0
RAID level 1
RAID level 0+1
RAID level 5

Cooling

Datech DB7530-12HHBA Thermal controlled turbo brushless blower fan. 12V DC, 0.40A

Dimensions

D 149" x W9.25" x Hg

Weight

4.85Lbs (without disk drives)

Operating Temperature

32F~131F

Non Operating Temperature
-4°F ~ 158 F

Material

Face Plate Bezel: Sturdy ABS Plastic
Housing & Tray: Aluminum alloy
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Q34A | AB |0E RAID Ready Storage Backplane

Q348 / SB uitaizo 5CS1 RAID Ready Sterage Backplane

Q34SA / SAB Serial ATA RAID Ready Storage Backplane

Models Description
Q34A ATA133/100, Four Independant IDE 40-Pin Connections, Beige Color
Q34AB ATA133/100, Four Independant IDE 40-Pin Connections, Black Color
Q34s SCSI Ultra320, Single Bus SCSI Interface SCA-2 to HD68 Beige Color
Q34sB SCSI Ultra320, Single Bus SCSI Interface SCA-2 to HD68 Black Color
Q34SA Serial ATA, Four Point-to-Point 7-Pin Serial ATA Connections, Beige Color
Q34SAB Serial ATA, Four Point-to-Point 7-Pin Serial ATA Connections, Black Color
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